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“Activation

AWE Burghfield Flood Plan Activation — Normal Working Hours

Activation by
Shift Engineer

Based on any ONE of the following:

Forecast of > 30 mm of rain

Specific Local Flood warning
Severe weather warning (>30 mm rain)

Notify:
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e Duty AWE(A) Shift Manager
e Duty BEC

e Duty Senior Manager

e AWE(B) Facility Managers

Phase One

Surveillance by
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Surveillance of Indicators:

Maintain
Surveillance/
Review situation

Phase Two

Phase Three

Based on Flood Contingency Plan for AWE Burghfield Site — Issue 2 Ref: EDMS1/8012644F/B/SCB14

oy
Ny
oy

Shift Engineer e Burghfield Brook e.g. sluice grills, slippages etc NO
® Sewerage Plant 1
* Standing water > Receipt of HIGH/HIGH alarm at 9B1
®  Culvert depths and flow rates or
e  Brook depth indicators Significant change in status of indicators
O Brook breaks banks at 4 feet on outlet to site
O Brook breaks banks at 4.5 feet on inlet to site
® Any activation of alarms at 9B1
NO
Flood Mitigation > Notify: » Convene Team: i
Team Convened ° Duty AWE(A) Shift Manager o Duty BEC - Chairman Maintain
by e Duty BEC e Facility Managers (All zones) BEC Sqrveill_an C(_e/
Shift Engineer e  Duty Senior Manager e DMERSC > decides to Review situation
. . - . . ; move to 4—|
Control handed AR Peclly Menagers ° Eir:gt;inggallzzelguty Watch Manager Phase 32
to BEC e  MDP Shift Commander
»| In accordance with > »( Considerations:
BEC deploys Other BEC
resources priority list, initiate considerations ® Retention of key personnel
deployment of:

Sandbags
Pumping Equipment
Floodguard Equipment
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Evacuation (personnel/vehicles)
Restricting movement (personnel/vehicles)
Isolations/Fuel supplies

Set up of co-ordination centre in 10C35 (Room 004)
— may require redeployment of team members

® Notifications to staff (inc further attendance at work)




